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RAPID ROLL UP DOORS

STRUCTURE
Self-supporting system, made with folded sheet, supplied in different versions:
• hot galvanized;
• powder painted in RAL Colors;
• stainless steel AISI 304/316.

INSTALLATION

RUN doors can be installed frontally, internally or externally.

CONTROL PANEL
Switchgear CE standards, painted sheet metal container with a degree of protection IP55; with opening and emergency stop button.
Automatic, semi-automatic, present man logic function. Safety self-test control device. Thermal overload protection. Power output controls, 
safety devices and signals in low voltage (24 V). Optional mono-phase 230V version, with inverter system to control and manage acceleration/
deceleration.

MOTORIZATION
Three-phase motor working unit, with brake release lever and DC powered brake with integrated rectifier; prepared for the insertion of a ma-
nual opening/closing device. Worm reducer with synthetic oil lubrication. In the control panel with inverter, opening and closing speed is 
controlled by frequency converter. The engine power is proportional to the size of the door.

CURTAIN
Made of tear resistant and PVC coated polyester fabric, with fire resistance in classes 1 or 2, with horizontal sections each other sealed. The 
curtain is equipped with pockets, to house the horizontal metal tubulars with a high yield, to improve the resistance to wind and depression 
according to the European norm UNI EN 12424 (up to class 3). The modular version has interchangeable sections. Some variable height sec-
tions, in transparent flexible PVC or perforated curtain, allow an excellent visibility.

OPENING CONTROLS AND OPERATING LOGIC
The management of the door movements is a function of logic:
AUTOMATIC 	 Radar control; radio remote control; magnetic loop; opening + emergency buttons; cable microswitch; photocell group;
SEMI AUTOMATIC	 Radio remote control; magnetic loop; opening + closing + emergency buttons; cable microswitch;
PRESENT MAN 	 Opening + closing + emergency buttons.

SIGNALS
The door movement can be indicated by: flashing warning yellow light; 2 colors traffic light (red-green), 3 colors traffic light (red-green-yellow); 
acoustic signal.

SAFETY
The safety device satisfy all the European norms, and guaranty an high level of protection against crushing and lifting door movements. In 
standard equipment, safety device includes:
• self-test receiver and transmitter photocell group;
• self-test electric sensitive edge;
• anti-lift electronic torque limiter (only for inverter control panel).

WARRANTY AND CERTIFICATIONS
24 months warranty. All the doors are certified according to UNI EN 13241-1 and CE certified.
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